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e Installlatiion process

5-1. Attach car recorder to the original rear view mirror on vehicle as shown

in graph #1.
¥
g
4
<g=

5-2. If the original rear view mirror has two ball joints as shown in graph #2,
please move the mirror assemble to the driver side such that the car
recorder will not interfere with the sun visor on passenger side.

Windshi

Windshield
Original rear Lens Original rear Lens .

view mirror Sun visor view mirror Sun visor graph 2
HDVR-180 o HDVR-180

5-3. Plug power cord into cigar lighter and route the cable through top ceiling,

A-pillar and floor mat as shown on graph #3.

Power cord

5-4. Plug into GPS external antenna on car recorder and route the cable
through top ceiling, A-pillar and put the antenna on the bottom of A-pillar

‘as shown on graph #4. (HDVR-180C only)
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6-1.DVR function of keys and operating process
Insert SD card and start engine. (DVR will start recording in 10 seconds.)

Press function key A to stop recording. If you want to start recording, please
press function key A @ again. In recording mode, press function key DB to lock
the current file manually. Press function key DB again to unlock it. User can
lock up to 6 files manually as shown on the graph.

Efo file Locked ELOCK 1 file fLock 2-6 files

Note : Refer to section 6-2 and 6-3 to delete lock files. Please note that the
files need to be unlocked first and then deleted.

\

Press function key A @ to stop record and enter standby mode.( Red and blue
LED will be always on.) Press function key B B once to enter next mode as show

in the follow graph. Snha
pshot—m1Ho___
Standby Video playing

Picture playing

Function of keys in snapshot mode:

Function key

Function key Al

Function key BB

Function key Cll

Function key D B

Function

Snapshot

Enter video playing mode

Zoom in

Zoom out

Function of keys in video playing mode:

=l

Function key

Function key A

Function key BB

Function key C @

Function key D B

Level 1

Play current file
and enter level 2

Enter picture
playing mode

Previous file

Next file

Level 2

Pause/start playing

Enter previous level

Slow playing mode
(2X 4X 8X)

Fast playing mode
(2X 4X 8X)

Qe
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I
\/

Function of keys in picture playing mode:

Play current picture
Level 1 and enter level 2 Enter standby mode | Select previous file | Select next file
Level 2 Enter previous level | Enter previous level Previous file Next file

\/

Press function key Al to start recording again in standby mode.
Note:Press function E (panel on/off) for 3 seconds to power on/off manually.

(=0 ~1)__h~o —

)
& 3 seconds

6-2.Setup process for DVR menu

Press function At to stop recording and press function key Bb for 5 seconds
to enter menu mode. Then press function BB once to enter next mode as shown.

— Movie mode —™——_

General setting Still capture

Media tool «—— Playback

\/

ion of key in recording model :
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6-3.DVR menu
Submenu Contents Function
Movie mode FHD 30fps/ HD 30fps/HD 60 fps/VGA 30 fps Select video resolution

Movie clip time

Off/1 min/3 min/5 min/10 min

Select the length of each video clip

Movie off time

0 min/5 sec/30 sec/1 min/2 min/3 min

Setup delay recording time after
vehicle is turned off

Sound record On/off Enable or disable audio recording
function
MIC sensitivity | Standard/low Select microphone sensitivity

Exposure

EV-2.0~+EV2.0

Adjust brightness

White balance

Auto/Daylight/Cloudy/Fluoresc./Flouresc.1/
Flouresc.2/Incandesc.

Adjust color tones

ISO sensitivity

Auto/ISO100/1SO200/ISO400

Still image size

Adjust sensor sensitivity.
(Higher ISO for darker scene)

14M/12M/8M/5M/3M/2M/1.2M/VGA

Select image resolution

Still quality Super fine/fine Select image quality
Scene Auto/Sports/Portrait/Landscape/Snow/Beach/Fireworks | Select scenes mode
Exposure EV-2.0~+EV2.0 Adjust brightness

White balance

Auto/Daylight/Cloudy/Fluoresc./Flouresc.1/Flouresc.2/
Incandesc.

Adjust color tones

I1SO sensitivity | Auto/ISO100/1ISO200/ISO400 Adjust sensor sensitivity
(Higher ISO for darker scene)
Color Natural/Vivid/Pale Adjust color saturation
Effect Normal/Sepia/B W/Emboss/Negative/Sketch/Oil/Crayon |Select image effect
P of ode me
Delete Delete one/Delete all Delete files manually
[ Protect | Protect one/Unprotect one/Protect all/Unprotect all [ Lock files manually

Format SD card

Yes/No

Format SD card

SD card INFO

| SD card information

Power off

eneral setting mode menu

Never/1 min/5 min

Setup auto power off time in
standby mode

Clock setting

Y/M/D 00:00:00

Setup date and time

Date format

None/YYYY MM DD/MM DD YYYY/DD MM YYYY

Setup display mode for date and time

Language Pycckun /{4 - S0/ ST Select language
English / Espariol/portugués
TV system NTSC/PAL AV out format (optional)
Flicker 50Hz Power frequency for Europe and
hina.
60Hz Power frequency for US, Japan and
Taiwan.
USB function MSDC/PCAM Serve as flash drive or PC cam
LCD rotate On/off Image flipping upside down
LCD power save | Off/1 min/3 min Setup power saving time
Protect level Off/high/middle/low Select G-sensor sensitivity.
(High is most sensitive)
Reset setup Yes/No Restore back to original setting

FW version

Firmware version
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Red and Blue LED always on Red LED always on Blue LED blink
1.Startup/shutdown process 1.Power cord is plugged 1.Recording
2.Enter menu setup mode into cigar lighter
0 Tiroublle”shootiing
BT
Trouble shooting
Error message Solution
This SD card is protected Please unlock SD card
SD card space is not enough SD card space is not enough.
Please format SD card or replace one.
Lock current file The current file is protected.
Press function DB to unlock it.
Unlock files The current file is not protected.
Press function DB to lock it.

9 Attention
BT

9-1. NEVER remove SD card whenever the car recorder is recording or playing otherwise
the file will be damaged.

9-2. Suggest use standard SD card to increase system stability.

9-3. Please use 4G class 4 or higher SD card.

9-4. Suggest set G-sensor to be 6G or 8G such that there won’t be too many protected
files otherwise the recorder will stop recording. Once that happens, please format SD
card by computer or the recorder.

- 9-5. Please press “RESET"button on the back cover by pen to reset system as necessary.

}g Suggest use external antenna to increase S|gnal intensity.
SO n to w rpeoff dlrt on lens as necessary.
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I

@ Full HD rear view mirror car recorder

@® User manual

@® SD card (optional)

@® GPS radar detector antenna (HDVR-180C only)

o Product’ features

BRI
@® Real image sensor resolution up to 1080P (1920*1080)
@ Built-in 2.4"TFT LCD for files playing.
@ Built-in wide angle lens. (Diagonal view angle is 120 degrees.)
@ Start loop recording whenever vehicle engine is started.
@ Support up to 32G SD/SDHC card.
@® No gap between file clips and synchronized video/audio recording.
@ Built in camera module and lens 360 degrees adjustable.
@ Built-in G-sensor to lock files automatically.
@® Suppot 720p/60fps ultra high speed recording and image flipping mode.

@® Manual power on/off and lock files manually.

[HDVR-180C only)
GPS radar detector.
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3-1.Wide angle rearview mirror

Operating voltage 12V

Visible area : 300 mm

Storage temperature : -30°C~+80°C

Operating temperature : -10°C~+60°C

Weight : 320/390g(HDVR-180A/C)
Dimensions

3-2.DVR module

Image sensor

: 315mm * 85mm * 21mm(exclude clamp)

: 5 mega pixels 1/4” CMOS sensor

View angel : 120 degrees

Power consumption 1 0.2A

LCD panel 1 2.47(480%234)

File format T AVI

Video resolution 1 1920*1080 (30 fps)
Storage media : Up to 32GB SD/SDHC card

Battery

3-3.DSC module
File format
Pixels

: Rechargeable Lithium battery (3.7V, 300mAh)

- JPEG
: 5 mega pixels

detector module(HDVR-180C only)
D b





